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ABSTRACT

There are no government mandated vision standards
for aviation maintenance inspectors. Empirically
derived vision standards for other occupations cannot
be extended to this very different occupation. We
apply a psychophysical human-in-the-loop
methodol ogy toward defining an empirically-based
visual acuity standard for a representative task
performed by aircraft maintenance inspectors. Visual
acuity declines are ssimulated using a Gaussian blur
function on airframe images. Psychophysical data
were collected in non-inspectors and in highly
experienced aviation maintenance inspectors. The
data may be used to construct an empirically-based
visual acuity standard.

INTRODUCTION

It isdifficult, if not impossible, to eliminate human
error in the process of ingpection. Interventions must
be devel oped to reduce these errors and make the
process more error-tolerant. Since visual inspection
represents alarge part of aviation maintenance
inspection, one mitigation strategy isto define vision
standards for this vision-intensive, safety-critical
occupation. A fine-tuned ability to localize, detect,
discriminate, and identify job-relevant stimuli can
bring cost savings and safety benefits to industry.

In 2001, an FAA Advisory Circular (AC No: 65-
31) recommended examination guidelines for

the vision of non-destructive inspection (NDI)
personnd. It was suggested that near and far vision
in at least one eye must be 20/25 and 20/50,
respectively. Both near and far requirements could
be met with corrected or uncorrected vision. This
FAA recommendation was based on acuity standards
defined in other NDI/NDT occupations. Reviewing
the occupational vision standards literature, Beard et
al. (2002) found no studies that allow generalization
of standards to aircraft maintenance inspection. It is
unknown how similar tasks must be to validly
borrow standards from another occupation
without being subject to compromise. What is
needed is a rapid, empirically-based

methodology for defining occupational vision
standards.

No current general standard existsin the aviation
industry for the visual qualifications of aircraft
maintenance inspectors. Some maintenance facilities
use the visual acuity and color vision standards
suggested in the FAA Advisory Circular, while other
facilities have defined their own vision requirements.
Thisillustrates the need for auniform and universally
accepted set of vision standards that would apply to
all aircraft non-destructive inspection and testing
(NDI/NDT) personnel.

There are several broad steps that should be taken
toward setting an objective and empirically-based
occupational vision requirement. Thefirst stepisa
thorough vision task analysis. In the current context,
the FAA commissioned CAMI to perform this
analysis focusing on the role of visual processes.
Next, to see if arigoroudy defined standard can be
borrowed from a similar occupation, areview of the
literature should be undertaken. Beard et al. (2002)
compiled a review of atext and WEB-based search
for occupational vision requirements, knowledge
gained from site visits to major aircraft maintenance
facilities, relevant information from technical,
mechanical, and inspection textbooks, the FAA
maintenance human factors web-site', and the human
vision literature.

If the standard cannat be legitimately borrowed from
a previous standard, an objective research

methodol ogy should be followed. In their review of
the vision standards literature, Beard et al. (2002)
identified four occupations that had empirically
derived standards. These empirical methodol ogies
ranged from mathematically measuring the size and
working distance of the critical visual details
(Sheedy, 1980) to psychophysical measurementswith
blurring lenses placed in front of the eye on asingle
task (Good & Augsburger, 1987; Good et al., 1996)
or multiple tasks (Padgett, 1989).

Here we present a strategy for defining a visual
acuity standard that permits increased experimental
control by blurring the image before presenting it to
the observer, within a computer program. In thisway
what is doneto the signal is exactly known. On the
authors WEB page
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(http://vision.arc.nasa.gov/personnel/tinalbeard.html)
we provide the software so that this methodol ogy
may be used toward setting standardsin other
visually intensive occupations.

The primary objective of thisresearch isto aid in the
development of recommendations for visual acuity
reguirements for aviation inspection personnel.
Specifically we determine that visual acuity deficits
reduce critical task performance and show in
graphical form the relationship between acuity
decline and performance.

METHODS
Choice of acritical vision task for inspectors

The central question that must be addressed is “At
what level of visual deficit would a maintenance or
inspection worker become unable to safely and
efficiently perform the critical visual tasks required
by the job?" Aircraft inspection is a complex process,
requiring many tasks, skills, and procedures. There
are multiple critical vision tasks that the workers are
required to perform. One purpose of inspection isto
detect surface discontinuities such as cracks within
the airframe and powerplant regions of the aircraft.
Cracks aretypically caused by two surfaces being
overlaid at a boundary (Hellier, 2001). Sincethese
cracks may be very small and of low contrast,
adequate visual acuity islikdy to be involved in their
detection. After consultation with domain experts,
crack detection was chosen as the representative task
in order to ultimately set a visual acuity standard for
aircraft maintenance inspection.

Psychophysical Experiments

Observers

Two femal e non-inspection personnel (age range
from 23-30) and seven male maintenance inspectors
(age range from 35-58 years) participated in the
study. Maintenance inspectors were actively
employed and had from 10-18 years on thejob. All
wore corrective lenses, though not always while
inspecting. Near and far visual acuity, stereo vision,
and color vision testsrevealed that al had at least
20/20 acuity, good color vision, however one
inspector lacked stereo vision. The inspector lacking
stereo vision did not differ significantly from the
other inspectors in overall detection performance
(data shown below).

Stimuli

Airframe and powerplant crack images were obtained
from various sources. Color images were converted
to 8 bit black-and-white images to del ete any color
cues. Before the experiment, “crack removed”
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stimuli were generated. Using Photoshop™, the
crack was deleted from the image while maintaining
the integrity of the background image. The 15 images
used in the current experiment are provided in
Appendix A.

A “background-with-crack” image at a particular
contrast level was generated by multiplying the full
contrast difference image (the crack itself) by a
multiplicative factor (<=1) and adding it back to the
background image. The contrast in dB is 20 times
the log to the base 10 of the factor. An image with
the contrast of 0 dB hasthe original crack. Animage
with a crack contrast of 6 dB has the difference
image reduced by a factor of 0.5. Thislogarithmic
scale keeps the variation in the results more constant
over different threshold levels.

Crack length estimation

To accurately determine the crack length and width,
estimates of the magnification in each photo had to
be determined. Each photo included a circular label
or ‘gticky’ whose diameter isaknown 0.75in. To
estimate the image magnification, Photoshop™ was
used to identify the coordinates of six points along
the perimeter of the sticky. These estimates of the
perimeter were taken by eye; therefore the error in
these judgments was also determined. A computer
program took these data and computed a
magnification value estimating the diameter of the
sticky. When the sticky was on aflat surface, the
image is an elipse and the estimates were very
accurate. Some of the stickies were located on an
edge or curved surface. In these cases, coordinates
were identified only on the flat portion of the sticky
and the ellipse estimated based on thisflat portion.

\

Figure 1: Crack length and width estimates. Each
photo included a circular label or ‘sticky’ whose
diameter isaknown 0.75 in. A magnification value



estimating the diameter of the sticky were computed
from six points along the perimeter of the sticky
(shown in the figure).

At first, images were adjusted so that al the stickies
had a diameter of 0.75-in on the experimental display
screen (the same as the sticky’ s actual size), but these
images were so coarse because of display resolution
limitations that features of the fine cracks
disappeared. Images were then adjusted to a screen
sticky size of 3-in, resulting on average image width
reduction from 1500 pixels to 800 pixels. Some of
the images were still larger than the screen resolution
of 1024 by 768 and so were cropped to 990 x 660.

Apparatus

Photographs of large engine airframe cracks were
presented on a 1024x758-pixel display screen
(SONY Trinitron). Viewing was binocular with
natural pupils. From observations of aircraft
inspectors performing primary inspections, Goode
(personal communication) found that the majority of
visual observations were done in the distance range
from 34 to 40 cm. Because of screen resolution
limitations, images were magnified by 4 as discussed
above and so the experimental distance was
comparably increased to 160 cm. From this distance
each pixel subtended 0.31 arc min. The display
background screen had a mean luminance of
approximately 40 cd/m®. Threelightsilluminated a
gray wall behind the monitor. Another lamp
illuminated the ceiling behind the observer to achieve
ambient lighting. Photometric measurements of the
SONY monitor revealed that screen luminance values
remained constant only after it was turned on for at
least 45 minutes.

Smulating Visual Acuity Decline

Although the shape of the human blur function
differs between individuals and changes for different
optical conditions, it can be approximated by a
Gaussian blur function. An observer with 20/20
visual acuity was assumed to have a Gaussian blur
spread? of 2 arc min (Barten, 1999; Ahumada, 1996).
A person is said to have 20/40 visual acuity if they
see at 20 ft what a 20/20 person sees at 40 feet. If we
assume that the 20/40 person has the same contrast
sensitivity as the 20/20 person, then the blur for the
20/40 person must be twice the blur of the 20/20
person. Therefore, to simulate 20/40 visual acuity
the combined blur of the image and the observer
should be 4 arc min. The combination rule for

2 The spread is the distance from the center to where the
blur amplitude is 1/e (0.3679) of the center amplitude.
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Gaussian blur is the Pythagorean rule, so, for
example, to abtain an acuity value of 20/40, the
image blur spread was set to 3.46 since the
sqrt(3.4672 + 2°2) is4. To aobtain an acuity of 20/A
where A = the desired acuity level, then the blur in
minutes = 2 sgrt((A/20)*2 — 1). Figure 2 presents
example “crack removed” and background-with-
crack images with and without blur.

Fi gure 2: Exanples of the crack-
renoved (upper left panel) and
background with crack (lower |eft
panel ) inmages. The two right panels
denpnstrate these images after they
have been blurred to sinmulate visual
acui ty decline.

Procedures
Crack Contrast Detection Thresholds

To increase the number of images tested and the
range of conditions, the two non-inspector observers
collected data on a large set of crack images at a
greater number of blur levels, while the NDI/NDT
inspectors were run on subsets of crack images and
blur levels.

Contrast detection thresholds were obtained using a
two interval forced choice staircase method. The
background airframe image remained on during the
duration of the block of trials. On asingletrial,
observers were presented with the background alone
in one 500 msec time interval and the background
with crack in another 500 msec timeinterval. The
interval containing the crack was randomized. The
two time interval s were demarcated with a
simultaneous tone. Interval one contained one tone
burst, while interval two contained two tone bursts.
Only one of the time intervals contained the crack
stimulus. The observer’s task was to choose which
interval contained the crack stimulus by pressing one
of two keys. The inter-stimulus interval was 500
msec. The sequence of each block of trials and the
crack with background image were randomly chosen.




A different airframe image was presented in each
block of trials, selected by a random permutation of
all of theimages and blur levelsto be presented in a
replication, for at least three replications. To help the
observer find the crack, ininitial practicetrialsthe
crack position was indicated to the observer by
surrounding the crack with arectangle. After
localizing the crack, the observer could then practice
the crack detection task without the surrounding
rectangle before continuing on to the experiment.

On thefirst trial of ablock of trials, the crack
stimulus was presented above threshold. Estimates of
these supra-threshold contrast levels were determined
from model predictions (see Ahumada & Beard,
1998) and pilot data. The contrast was adjusted by a
staircase procedure. On each trial, if the observer
correctly responded as to which interval in which the
crack was shown, then the response wastallied as
correct. After three consecutive correct responses,
the crack contrast was decreased by a specified
amount (step factor). If the observer chose the
interval that did not contain the crack stimulus, then a
brief feedback tone would sound, the response was
tallied as incorrect, and the crack contrast increased
by a specified amount on the next trial. To more
rapidly converge to threshold, initially the contrast
step factor was 2 dB, but was reduced to 1 dB after a
changein the direction of the staircase (areversa),
and then reduced to 0.5 dB after the second reversal.
After eight reversalsin contrast and at least 30 trials,
but no more than 50 trials, the block of trials was
terminated and the detection threshold cal cul ated by a
probit analysis for that crack with background image.

The two non-inspectors collected data on 10 images.
The seven highly experienced aircraft maintenance
inspectors collected data on either a subset of these
same 10 images or on 5 different images. Observer
CA collected data on images that represented six
levels of blur or acuity levels: 20/20, 20/25, 20/30,
20/35, 20/40, and 20/50. Observer KJran on this
same set of acuities plus an acuity level of 20/45.
The 7 maintenance inspectors collected data on 4
acuity levels: 20/20, 20/30, 20/40, and 20/50. To
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evaluate the effect of viewing distance on the
detection thresholds, one NASA observer was run on
a subset of her conditions at a farther viewing
distance of 267 cm.

Contrast Sensitivity Functions

To estimate the observer’sinternal blur and screen
resolution limitations, each observer’s contrast
detection thresholds were measured for a range of
stimuli. The Contrast Sensitivity Function (CSF)
provides an estimate of visual acuity because an
individual’ s resolving power isindicated by the
intersection of the curve on the abscissa of the graph.
Horizontal and vertical contrast thresholds were
obtained to estimate meridional differencesin the
amount of blur within the experimental display.

Much like the experimental task, the observer had to
decide in which of two 500 msec intervals the
stimulus was presented and respond accordingly (i.e.,
they responded by pressing ‘1’ if they thought the
stimulus was presented in interval one, and ‘2’ if they
thought the stimulus was presented in interval two.)
There was a 300 msec gap between the presentation
of the two stimulus images. Instead of cracks,
however, thetarget stimuli for this experiment were a
square, aline and a dipole. Observers completed this
experiment while sitting at a distance of 273 cm
from the screen.

RESULTS

Probit analyses were done on each block of trials to
estimate the contrast threshold, the value at which the
probability of correctly identifying the interval was
75%. The median of the scoresreplicating a
particular condition was then computed.

In Figure 3, detection thresholds are presented across
blur or smulated acuity levels. Each symbol
represents a different airframe image. The data for
each image were fit with linear functions with slopes
ranging from —1.3 to -2.9 (median slope = -2.2) for
Observer CA and from —2.0 to —3.3 (median slope =
-2.9) for Observer KJ.
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Figure 3: Contrast thresholds are presented across blur or sinmulated acuity |evels.

Each synbol
KJ are shown.

Figure 4 presents contrast thresholds for the different
images as a function of blur averaged over the nine
observers (inspectors and non-inspectors). Each
symbol represents a different airframe image. There
isageneral tendency for the effect of blur to be larger
asthethresholdsincrease. The two images with the
highest thresholds could not be run at the higher blur
levels. Again, the data for each image were fit with
linear functions with slopesranging from-1.5t0-2.8
(median dope = -2.3).
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Fi gure 4: Contrast thresholds for the different
images as afunction of blur averaged over the nine
observers (inspectors and non-inspectors). Each
symbol represents a different airframe image.

Figure 5 shows the effects of blur on observers
averaged over images. Thereisagenera tendency
for the effect of blur to be greatest for the observers

represents a different airframe imge.

with the lowest thresholds. The two non-inspectors
(CA and KJ) showed lower detection thresholds than
did the experienced aircraft inspectors. Thelikely
reason for thisisthat the non-inspectors had
participated in a study of practice effects on contrast
thresholds in a complex scene (Beard, et al., in
preparation) and therefore are highly experienced
psychophysical observers.
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Fi gure 5: Effectsof blur for each observer
averaged over images. Observer initials are shown in
the legend.

All data presented thus far were collected at a
distance of 160 cm. Because all inspections are not
done from one single distance, thresholds were
measured from a second distance of 266.8 cm.
Thresholds were elevated at the further distance, but
show a similar increase in threshold with increasesin
blur.




Figure 6 shows the effect of increasing the viewing
distance. Thresholdsfor the far distance are
consistently higher than those for the nearer distance.
If the detection were ssmply a function of target
contrast energy, the threshold would be expected to
increase by 20 10g10(267/160) = 4.4dB. Attenuation
of the high spatial frequency energy should cause an
additional increase in the threshold, which should be
greater for the less blurred stimuli and the higher
threshold stimuli.
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Fi gure 6: Viewing distance effect. Datawere
collected in one non-inspector observer.
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To foster trand ation of these datainto an
occupational visual acuity standard, in Figure 7
we have transformed the data from Figure 4 into
Probability of Detection (PoD) curves. The data
were converted back to probability of Yes/No
detection afteré)ei ng normalized by setting the
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Fi gure 7: Probability of Detection curves.

unblurred probability of detection to 0.99. This
calculation depends strongly on the assumed slope of
the psychometric function. Here we assume the
standard deviation of the cumulative Gaussian is 4
dB, but the actual value could be anywhere from 1
dB to 6 dB.



DISCUSSION

Although good vision isavital qualification for
aircraft maintenance inspectors, no general standards
for visual acuity currently exist for this occupation.
Vision standards from other occupations cannot be
“borrowed” to set a standard for maintenance
inspectors because the visual demands between
occupations are dissmilar and the mgjority of
occupational vision standards are not empirically
based (Beard et al., 2002).

Oneway to look at the effect of not having 20/20
vision isto say that an inspector with 20/40 vision
sees at 20 feet what the 20/20 inspector sees at 40
feet. That isto say that the 20/40 inspector hasto be
twice as close as the 20/20 inspector to make the
same discriminations. When the viewing distanceis
halved, the foveal search areais reduced by afactor
of 0.25, so it would take about 4 times as much time
to search the same area with the same discriminative
ability if thereis an acuity deficit to 20/40.

In this project we measured detection performance on
arepresentative task performed by aircraft
maintenance inspectors as a function of image blur.
These measurements allow predictions of the amount
the probability of detection could change as a
function of blur. Asshown in Figure 7, cracks whose
detection wasinitially at 99% could be greatly
reduced by blur corresponding to only 20/30 if the
inspection situation was kept constant in all other
respects.

The amount of visible contrast energy in the crack
correlated well with the contrast thresholds for the
crack (r = -0.89). However, the effect of the blurring
on the thresholds was much greater than thelossin
visible contrast energy. For the two images with the
greatest lossin visible contrast energy (4.7 dB) at the
20/40 blur level, the average threshold loss was 10
dB. Although this may bein part dueto alack of
experience with these blurred images, it isalso
possible that the blur causes more problems with
crack detection than predicted by contrast energy loss
alone, such as affecting the extraction of edges. The
lossin visible contrast energy can be thought of asa
lower limit for the effect of blurring.

Blurring is only one possible cause of lowered acuity.
Another possible cause is decreased overall contrast
sensitivity. In this case, the predicted effects are
expected to follow more closdly the rule that cutting
the viewing distance in half will compensate for a 6
dB lossin sengitivity.

Methodological Limitations and Strengths

The experimental image generation procedure was
only an approximation of actual visual inspection.
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Inspectors were able to use only one very relevant
strategy (contrast detection) to look for the defect
embedded within a number of realistic aircraft
locations. Although the cracks were positioned on
actual aircraft structures, inspectors could not use
many of the common strategies used in their work
environment, such astribal knowledge (knowing
whereto look), moving closer, use of shadows (i.e.,
changing the angle of light from their flashlight),
touching the crack. But thereis atrade-off between
being able to use these techniques and the time it
takesto do a search. «Differences between the
background conditionsindicate the effect of
background variations on performance and will
reduce the importance of decision strategies on defect
detection. This methodol ogy permits manipulation of
defect absence, length, color, and other attributes. It
isimportant to be capable of manipulating the
absence of a defect since uncertainty playsalarge
role in maintenance inspection (i.e., thereisno prior
knowledge that a defect will be present). In fact, itis
only occasionally that a defect is actually present.

Vision is afundamental component of effective
aircraft inspection. All the same, so too are other
cognitive factors such as attention, memory, and
experience. Inspectors are knowledgeabl e about
individual components aswell asthe overall aircraft
being inspected, thus they possess the background to
properly locate, identify, and evaluate aircraft
defects. Often NTSB accident reports will point at
visual deficits as contributors to accidents because a
crack went undetected, or a worker failed to detect
fatigue damage. However, it may not be that vision
led to these overlooks. Other cognitive factors may
have played major rolesin the lack of detection: job-
related stress, worker fatigue, multi-tasking, or
memory effects of interruptions. The proposed
research isolates vision reguirements on these duties.
Because the job entails much more than vision, these
results may not relate to how well the inspector will
do on the job. Therefore, although vision isacritical
component in inspection, other factorsweigh in
heavily in the naturalistic task.

Other requirements should address the effects of
other cognitive contributors. These data can then be
used by the FAA to write acceptable cognitive and
perceptual standards and procedures for inspectors
including the type and frequency of vision testing
necessary to ensure the safe and effective
performance of current employees and job applicants
who will perform a particular inspection procedure.

Although psychophysical human-in-the-loop
experiments can provide accurate and objective data
toward setting a standard, it would be optimal to be
able to predict performance using a computational



moddl. Ahumada & Beard (in preparation) show that
amodel of image discrimination does predict similar
blur effects as reported for model predictions of
simulated crack stimuli (Beard et a., 2003) but
under-predicts the blur effects seen in psychophysical
data using these actual crack stimuli.

Guidance toward the setting of a standard

These measurements do not provide a standard, but it
converts the problem to specifying a desired physical
limitation in performance. Thefina step in the
process of defining avisual acuity standard liesin the
hands of the FAA. Using thedatain Figure 7, the
FAA must decide which stimulus characteristics and
what margin of error (e.g., 1 error in onemillion) will
define where to draw the line for the standard.

Recruitment, testing, selection, and training costs are
high. Thergection of qualified personsimposes an
unnecessary cost on maintenance facilities. While
the failure of proper performance on visual tasks
could be catastrophic, persons with refractive errors
such as correctable myopia who can perform the job
should be permitted to do so. Vision requirements
should be based on a demonstration that, for
example, 20/25 near or 20/50 distance visual acuity is
actually needed to perform the essential task. If the
task is not generally performed alone (i.e., there are
several peoplein close proximity who provide
assistance) then these tasks should not be imposed
with avision requirement for al theindividuals. In
addition, vision requirements must be based on tasks
that cannot be modified by current available
technology to assist the vision of the worker.

The governing body, here the FAA, should clearly
define the purpose of any vision test and not provide
medical examiners considerable latitude when
conducting visual acuity testing and evaluation. An
interesting case where this was not done, highlights
the importance of this recommendation. In a Safety
Advisory entitled ‘ Determination of Vision
Impairment among Locomotive Engineers’ (SA-98-
1) published by the Federal Railroad Administration
(FRA) and the Department of Transportation (DOT),
alesson can be learned for the current purpose. The
FRA’s expectation was that the physicians who
would be designated as railroad medical examiners
would be trained to competently administer color
vision examinations. Thus, they did not anticipate
that it would be necessary to specify for the medical
examiners the test procedure to be employed when
testing for whether a person meets the standards
specified in thisrule. That assumption has been
called into question under tragic circumstances. |If
the current rule had been implemented as the FRA
expected, the rule would have been adequate to
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prevent amajor railway accident involving the fatal
collision between two New Jersey transit commuter
trains (NTSB/RAR-97/01). The NTSB report found
that the medical history of the suspect engineer
showed that he had been administered an acceptable
test annually by the same contract physician for over
10 years. In the tenth year, the test results showed a
deterioration of the engineer’ s ability to distinguish
among some colors. The engineer was then given a
Dvorine Nomenclature Test to further evaluate his
color vision. Many color weak individuals can
identify the names of colors by their brightness
instead of their hue. The examiner failed to
administer the accompanying Dvorine Second edition
color vision test, which measures color
discrimination abilities and therefore the results of
thefirst test suggested that the engineer did not have
aproblem. It wasruled likely that the accident was
preventable if the physician had used a sound
approach to measure the person’s ability to
distinguish colors.

Self-monitoring

Aircraft maintenance inspectors as a group take great
pridein their ability to detect defects. In addition,
they care deeply about the safety implications of their
job. Many environmental and devel opmental
variables can affect visual sensitivity. Changesin
vision aretypically dow and subtle and therefore not
easily identified by the individual. Long work shifts
or age-related accommodative changes can lead to
eye strain, headaches, excessive rubbing of the eyes,
esotropia or exotropia, and reduced efficiency on the
job. Without an objective measuring tool, workers
will not detect gradual changesin their vision. If you
don’t see something, you don’t know that you can’t
seeit (sdf-awareness). Providing the workers with a
method to self-monitor their visual acuity would
enhance occupational safety and safety in the NAS.

The Use of Colored Lenses

In the workplace, some maintenance inspectors wear
corrective lenses that have been tinted with a color.
Typicaly, thiscolor isyellow. The media of the
human eye bends the light of the spectrum
differentially, depending on the wavelength. Yellow
light isfocused on theretina, whereas blue light is
typically several diopters out of focus. Thisis
referred to as chromatic aberration. By filtering out
blue light with the use of yelow tinted lenses, images
will be morein focus. One might suspect that yellow
tinted lenses are a benefit to the wearer. Thisis not
always the case, however. Unlessthecolored lensis
of avery high quality, and therefore very expensive,
the amount of light reaching the eye is reduced.
(Although the perceptual experience while wearing



yellow tinted lenses suggests that the environment
appears brighter). Therefore, in terms of visual
acuity, thereis atrade-off between areduction in the
amount of blue light reaching theretinaand the lower
light level produced by the filtered lens.
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